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I. Purpose: 
 
To outline the procedures that should be taken by EMS in the event that EMS is notified of an 
airport/aircraft emergency. 
 
II. Responsibility: 
 
It will be the responsibility of the LCEMS System Status Controller (SSC) and Field Operations 
Supervisor to evaluate each individual airport/aircraft emergency and provide an appropriate 
response given the available information. 
 
III. General Information: 
 
The Airport Operations Chief on duty will advise EMS when an “Alert” has been declared by the 
tower and any other available specifics available.  The following are the general categories of 
FAA Alerts and examples of each:                 
      Alert I –  (1) Rough Running Engine 
                      (2) Physiological Incident/Medical emergency on board 
                      (3) Lost/disoriented pilot 
                      (4) Precautionary Landing 
     
      Alert II – (1) Engine out 
                      (2) Fire On-board aircraft 
                      (3) Unknown Landing gear configuration 
                      (4) Hydraulic/Electrical System Failure 
 
      Alert III – When an accident/crash has occurred or is imminent. 
      Alert IV – When an aircraft has landed/crashed off of airport property. 
 
IV. Guideline: 
 
All Alert I’s and Alert II’s will be prioritized code 2 unless there is available information that 
warrants the System Status Controller making the decision to upgrade the response.  An Alert III 
or IV will be prioritized code 3 and the first responding crew will make the determination of a 
need for additional units.  
 


